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used to determine VOC concentration. 
The owner or operator shall submit no-
tice of the intended test method to the 
Administrator for approval along with 
the notification of the performance 
test required under § 60.8(d) of the Gen-
eral Provisions. Method selection shall 
be based on consideration of the diver-
sity of organic species present and 
their total concentration and on con-
sideration of the potential presence of 
interfering gases. Except as indicated 
in paragraphs (b)(1) and (2) of this sec-
tion, the test shall consist of three sep-
arate runs, each lasting a minimum of 
30 minutes. 

(1) When the method is to be used in 
the determination of the efficiency of a 
fixed-bed carbon adsorption system 
with a common exhaust stack for all 
the individual adsorber vessels pursu-
ant to § 60.713(b)(2), (4), (5), or (6), the 
test shall consist of three separate 
runs, each coinciding with one or more 
complete sequences through the ad-
sorption cycles of all the individual 
adsorber vessels. 

(2) When the method is to be used in 
the determination of the efficiency of a 
fixed-bed carbon adsorption system 
with individual exhaust stacks for each 
adsorber vessel pursuant to 
§ 60.713(b)(3), (4), (5), or (6), each 
adsorber vessel shall be tested individ-
ually. The test for each adsorber vessel 
shall consist of three separate runs. 
Each run shall coincide with one or 
more complete adsorption cycles. 

(c) Method 1 or 1A is used for sample 
and velocity traverses. 

(d) Method 2, 2A, 2C, or 2D is used for 
velocity and volumetric flow rates. 

(e) Method 3 is used for gas analysis. 
(f) Method 4 is used for stack gas 

moisture. 
(g) Methods 2, 2A, 2C, 2D, 3, and 4 

shall be performed, as applicable, at 
least twice during each test period. 

[53 FR 38914, Oct. 3, 1988; 53 FR 43799, Oct. 28, 
1988] 

§ 60.716 Permission to use alternative 
means of emission limitation. 

(a) If, in the Administrator’s judg-
ment, an alternative means of emission 
limitation will achieve a reduction in 
emissions of VOC from any emission 
point subject to § 60.712(c) or (d) (stand-
ards for mix equipment) at least equiv-

alent to that required by § 60.712 (c) or 
(d), respectively, the Administrator 
will publish in the FEDERAL REGISTER a 
notice permitting the use of the alter-
native means. The notice may condi-
tion permission on requirements re-
lated to the operation and maintenance 
of the alternative means. 

(b) Any notice under paragraph (a) of 
this section shall be published only 
after public notice and an opportunity 
for a public hearing. 

(c) Any person seeking permission 
under this section shall submit either 
results from an emission test that doc-
uments the collection and measure-
ment of all VOC emissions from a given 
control device or an engineering eval-
uation that documents the determina-
tion of such emissions. 

§ 60.717 Reporting and monitoring re-
quirements. 

(a) For all affected coating oper-
ations subject to § 60.712(a), (b)(1), 
(b)(2), or (b)(3) and all affected coating 
mix preparation equipment subject to 
§ 60.712(c), the performance test data 
and results shall be submitted to the 
Administrator as specified in § 60.8(a) of 
the General Provisions (40 CFR part 60, 
subpart A). In addition, the average 
values of the monitored parameters 
measured at least every 15 minutes and 
averaged over the period of the per-
formance test shall be submitted with 
the results of all performance tests. 

(b) Each owner or operator of an af-
fected coating operation claiming to 
utilize less than the applicable volume 
of solvent specified in § 60.710(b) in the 
first calendar year of operation shall 
submit to the Administrator, with the 
notification of projected startup, a ma-
terial flow chart indicating projected 
solvent use. The owner or operator 
shall also submit actual solvent use 
records at the end of the initial cal-
endar year. 

(c) Each owner or operator of an af-
fected coating operation initially uti-
lizing less than the applicable volume 
of solvent specified in § 60.710(b) per 
calendar year shall report the first cal-
endar year in which actual annual sol-
vent use exceeds the applicable vol-
ume. 

(d) Each owner or operator of an af-
fected coating operation, or affected 
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coating mix preparation equipment 
subject to § 60.712(c), shall submit semi-
annual reports to the Administrator 
documenting the following: 

(1) The 1-month amount of VOC con-
tained in the coating, the VOC recov-
ered, and the percent emission reduc-
tion for months of noncompliance for 
any affected coating operation dem-
onstrating compliance by the perform-
ance test method described in 
§ 60.713(b)(1) (liquid material balance); 

(2) The VOC contained in the coat-
ings for the manufacture of magnetic 
tape for any 1-month period during 
which the weighted average solvent 
content (G) of the coatings exceeded 
0.20 kilogram per liter of coating solids 
for those affected facilities complying 
with § 60.712(e) (high-solids coatings al-
ternative standard); 

(3) For those affected facilities moni-
toring only the carbon adsorption sys-
tem outlet concentration levels of or-
ganic compounds, the periods (during 
actual coating operations) specified in 
paragraph (d)(3)(i) or (ii) of this sec-
tion, as applicable. 

(i) For carbon adsorption systems 
with a common exhaust stack for all 
the individual adsorber vessels, all pe-
riods of three consecutive adsorption 
cycles of all the individual adsorber 
vessels during which the average value 
of the concentration level of organic 
compounds in the common outlet gas 
stream is more than 20 percent greater 
than the average value measured dur-
ing the most recent performance test 
that demonstrated compliance. 

(ii) For carbon adsorption systems 
with individual exhaust stacks for each 
adsorber vessel, all 3-day rolling aver-
ages for each adsorber vessel when the 
concentration level of organic com-
pounds in the individual outlet gas 
stream is more than 20 percent greater 
than the average value for that 
adsorber vessel measured during the 
most recent performance test that 
demonstrated compliance. 

(4) For those affected facilities moni-
toring both the carbon adsorption sys-
tem inlet and outlet concentration lev-
els of organic compounds, the periods 
(during actual coating operations), 
specified in (d)(4)(i) or (ii) of this sec-
tion, as applicable. 

(i) For carbon adsorption systems 
with a common exhaust stack for all 
the individual adsorber vessels, all pe-
riods of three consecutive adsorption 
cycles of all the individual adsorber 
vessels during which the average car-
bon adsorption system efficiency falls 
below the applicable level as follows: 

(A) For those affected facilities dem-
onstrating compliance by the perform-
ance test method described in 
§ 60.713(b)(2) or (4), the value of E deter-
mined using Equation (2) during the 
most recent performance test that 
demonstrated compliance. 

(B) For those affected facilities dem-
onstrating compliance pursuant to 
§ 60.713(b)(5)(iii)(A) or § 60.713(b)(6), 0.95 
(95 percent). 

(C) For those affected facilities dem-
onstrating compliance pursuant to 
§ 60.713(b)(5)(iii)(B), the required value 
of E determined using Equation (2) pur-
suant to § 60.713(a)(2) prior to modifica-
tion or reconstruction or 0.95 (95 per-
cent), whichever is lower. 

(ii) For carbon adsorption systems 
with individual exhaust stacks for each 
adsorber vessel, all 3-day rolling aver-
ages for each adsorber vessel when the 
efficiency falls below the applicable 
level as follows: 

(A) For those affected facilities dem-
onstrating compliance by the perform-
ance test method described in 
§ 60.713(b)(3) or (4), the value of Hv de-
termined using Equation (4) during the 
most recent performance test that 
demonstrated compliance. 

(B) For those affected facilities dem-
onstrating compliance pursuant to 
§ 60.713(b)(5)(iii)(A) or § 60.713(b)(6), 0.95 
(95 percent). 

(C) For those affected facilities dem-
onstrating compliance pursuant to 
§ 60.713(b)(5)(iii)(B), the value of Hv de-
termined using Equation 4 pursuant to 
§ 60.713(a)(2) prior to modification or re-
construction. 

(5) All 3-hour periods (during actual 
coating operations) during which the 
average exhaust temperature is 5 or 
more Celsius degrees above the average 
temperature measured during the most 
recent performance test that dem-
onstrated compliance for those affected 
facilities monitoring condenser ex-
haust gas temperature; 

VerDate Aug<31>2005 11:58 Jul 31, 2007 Jkt 211147 PO 00000 Frm 00650 Fmt 8010 Sfmt 8010 Y:\SGML\211147.XXX 211147rm
aj

et
te

 o
n 

P
R

O
D

1P
C

64
 w

ith
 C

F
R



641 

Environmental Protection Agency § 60.718 

(6) All 3-hour periods (during actual 
coating operations) during which the 
average combustion temperature is 
more than 28 Celsius degrees below the 
average combustion temperature dur-
ing the most recent performance test 
that demonstrated compliance for 
those affected facilities monitoring 
thermal incinerator combustion gas 
temperature; 

(7) All 3-hour periods (during actual 
coating operations) during which the 
average gas temperature immediately 
before the catalyst bed is more than 28 
Celsius degrees below the average gas 
temperature during the most recent 
performance test that demonstrated 
compliance and all 3-hour periods (dur-
ing actual coating operations) during 
which the average gas temperature dif-
ference across the catalyst bed is less 
than 80 percent of the average gas tem-
perature difference during the most re-
cent performance test that dem-
onstrated compliance for those affected 
facilities monitoring catalytic inciner-
ator catalyst bed temperature; and 

(8) All 3-hour periods (during actual 
coating operations) during which the 
average total enclosure or VOC capture 
system monitoring device readings 
vary by 5 percent or more from the av-
erage value measured during the most 
recent performance test that dem-
onstrated compliance for those affected 
facilities monitoring a total enclosure 
pursuant to § 60.714(h) or VOC capture 
system pursuant to § 60.714(g). 

(e) Each owner or operator of an af-
fected coating operation, or affected 
coating mix preparation equipment 
subject to § 60.712(c), not required to 
submit reports under § 60.717(d) because 
no reportable periods have occurred 
shall submit semiannual reports so af-
firming. 

(f) Each owner or operator of affected 
coating mix preparation equipment 
that is constructed at a time when no 
affected coating operation is being con-
structed shall: 

(1) Be exempt from the reporting re-
quirements specified in § 60.7(a)(1), (2), 
and (4); and 

(2) Submit the notification of actual 
startup specified in § 60.7(a)(3). 

(g) The owner or operator of affected 
coating mix preparation equipment 
that is constructed at the same time as 

an affected coating operation shall in-
clude the affected coating mix prepara-
tion equipment in all the reporting re-
quirements for the affected coating op-
eration specified in § 60.7(a)(1) through 
(4). 

(h) The reports required under para-
graphs (b) through (e) of this section 
shall be postmarked within 30 days of 
the end of the reporting period. 

(i) The requirements of this sub-
section remain in force until and un-
less EPA, in delegating enforcement 
authority to a State under section 
111(c) of the Act, approves reporting re-
quirements or an alternative means of 
compliance surveillance adopted by 
such States. In this event, affected 
sources within the State will be re-
lieved of the obligation to comply with 
this subsection, provided that they 
comply with the requirements estab-
lished by the State. 

(Sec. 114 of the Clean Air Act as amended (42 
U.S.C. 7414)) 

[53 FR 38914, Oct. 3, 1988; 53 FR 43799, Oct. 28, 
1988, as amended at 53 FR 47955, Nov. 29, 1988; 
64 FR 7467, Feb. 12, 1999] 

§ 60.718 Delegation of authority. 

(a) In delegating implementation and 
enforcement authority to a State 
under section 111(c) of the Act, the au-
thorities contained in paragraph (b) of 
this section shall be retained by the 
Administrator and not transferred to a 
State. 

(b) Authorities which will not be del-
egated to States: 

§ 60.711(a)(16) 
§ 60.713(b)(1)(i) 
§ 60.713(b)(1)(ii) 
§ 60.713(b)(5)(i) 
§ 60.713(d) 
§ 60.715(a) 
§ 60.716 

[53 FR 38914, Oct. 3, 1988; 53 FR 47955, Nov. 29, 
1988] 

Subpart TTT—Standards of Per-
formance for Industrial Sur-
face Coating: Surface Coat-
ing of Plastic Parts for Business 
Machines 

SOURCE: 53 FR 2676, Jan. 29, 1988, unless 
otherwise noted. 
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